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EQUIPMENT DETAILS
A, 12" x 30' steel strain pole, 15' lighting arm with o 250W-HPS lumingire and 1-2"
weatherhead. (Note: 1-2" PVC (Sch. 40) bend.)
B. 12" x 30'steel strain pole. (Note: 1-2" PVC {Sch. 40) bend.)
C. 12" x 30'steel strain pole and 15’ lighting arm with a Z50W-HPS Jumingire. (Note: 1-27
PVC (Sch. 40) bend.)
D. NEMA size "6" base-mounted cabinet and controller with meter socket, disconnect
switch and all necessary equipment. (Note: 1-2" galvanized steel bend, 1-2" PVC (Sch. 80)
bend, 1-3" PVC (Sch. 40) bend and 2-4" PVC (Sch. 40) bends.)
E. 3/8" steel span wire, traffic signal heads and signs. (Note: Signal heads ond signs are
tethered using 1/4" tether wire.)
F. 3/8" steelspan wire, traffic signal heads, signs ond opticom detector eye. (Note: Signal heads
and signs are tethered using 1/4" tether wire.)
G. 3/8" steel span wire, traffic signal heads and sign.
H. 3/8" steel span wire, traffic signal heads, sign and opticom detector eye.
J. 6'x 30'loop detector encased in 1/4" flexible tubing quaodrupole type {3-6-3},
K. 6'x 6'loop detector encased in 1/4" flexible tubing (4-turns).
UTILITY LEGEND L. Handhole.
G G GAS MAIN M. 2" polyvinyl chioride electrical conduit (Sch. 80).
W W WATER MAIN N. 2" polyvinyl chioride electrical conduit (Sch. 40).
s s SEWER MAIN 0. 2" aalvanized steel electrical conduit
£ E - ELECTRIC CABLES . galvanize Steel electricai conguit.
A A AERIAL CABLES P. 4" galvanized steel electrical conduit.
T T TELEPHONE CABLES Q. Underground electrical service by BG&E.
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PHASING NOTES:

1. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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GENERAL NOTES:

1. This plan reflects only those underground utilities

that were apparent at the time of this

asbui |

location being

t. A detailed review was not undertaken and this
plan should not be construed as representing all
underground utilities in the areaq.
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STREET TRAFFIC STUDIES, LTD.

Gateway International
1302 Concourse Drive, Sufte 104
Linthicum, Maryland 21090
Ph (410) 859-3553
Fax (4i10) 859-3579
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/ 2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing
utilities.
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